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Encapsulated with high demsity fiber calcium sulphate core
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Product property

Panel weight : 10 ~22kgs/pe
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GRC bk

GRC floor s high quabty cemsens ad gypsums posveer 2 main raw reriah, combined

with reinforcing fber, o ondy keep the raw mamerial el saperior fire resitnee, more

Faied] the hearing of products. Becase the floar did noc use a metal materisl on the sfice,
the oo fiching i closcr o the fioor cntity and creates  down o carth feel

CRC floor wnal size, light weight, not only cn be e convensent in the comnstion,
ot aba rechices the ki o the raedd foor system 1o the floor, making the service e of the
oo more durable

GRC floor phie & more light, combined with afjstable hesght, improves the space

vilzston of wnderthooe winis Esy imtalliion coson accuscy and excellent

imterchungeabaliry. Recyelible, save resources and protect the sovinmment
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Structure

With high dersity caleium sulphate corc

panel surface can be lnanated with HPL Surface material

conductive PYC, bottom with  quality BB

alvanized seoel/abuminum foll. four sides

with conductive ABS edging Sealed trim
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Calcium sulphate
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Galvanized steel
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Application

Anti—static calesum sulphute rased floor 5 widely wsed in teleconumucation ooy, power station, computer mom, Bitory dean room and other
ani—seatic requinng plices
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- Full sicel encasement and good sealing
+ Constitited by all seel sheet, good loading capacity

+ High dimension aceuracy and excellent interchangeability
* Water~proof, fire—proof, antisepsis and sound insulation

* Eliborated made and good decorative effect
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